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No part may be reproduced without our prior permission.
All rights reserved.
All dimensions inmm.
Subject to design changes.
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Door type Door leaf

Sectional door LTE40 – Single-skinned steel sections

S-ribbed, Woodgrain•	
M-ribbed, Woodgrain•	

Single-skinned door sections, Woodgrain-embossed•	
Hot galvanized sheet steel door sections of equal height with horizontal ribbing•	
Surface with polyester-primer coating  •	
Glazings not possible in the two bottom door sections•	

S-panelled, Woodgrain•	
M-panelled, Woodgrain•	

Single-skinned door sections, Woodgrain-embossed•	
Hot galvanized sheet steel door sections of equal height with panelling•	
Surface with polyester-primer coating  •	
Glazings not possible in the two bottom door sections•	

Sectional door EPU 40 – Double-skinned steel sections

M-ribbed, Woodgrain•	 Double-skinned, PU-foamed door sections, 42/20mm, Woodgrain-embossed exterior,  •	
Stucco-textured interior
Hot galvanized sheet steel door sections of equal height with horizontal ribbing•	
Surface with polyester-primer coating  •	
Glazings not possible in the two bottom door sections•	

S-panelled, Woodgrain•	 Double-skinned, PU-foamed door sections, 42/20mm, Woodgrain-embossed exterior,  •	
Stucco-textured interior
Hot galvanized sheet steel door sections of equal height with panelling•	
Surface with polyester-primer coating  •	
Glazings not possible in the two bottom door sections•	

Sectional door LPU40 – Double skinned steel sections

S-ribbed, Woodgrain•	
M-ribbed, Woodgrain, Silkgrain •	
or Decograin
L-ribbed, Woodgrain, Silkgrain, •	
Micrograin or Decograin

Double-skinned, PU-foamed door sections, Woodgrain, Silkgrain, Micrograin or Decograin exterior, •	
Stucco-textured interior
Hot galvanized sheet steel door sections of equal height with horizontal ribbing or without ribbing•	
Surface with polyester-primer coating (with Decograin, synthetic foil coating on the outside)•	
Glazings not possible in the two bottom door sections•	

S-panelled, Decograin,•	
M-panelled, Woodgrain•	
L-panelled, Woodgrain•	
C-panelled, Woodgrain•	

Double-skinned, PU-foamed door sections, Woodgrain or Decograin-embossed exterior,  •	
Stucco-textured interior
Hot galvanized sheet steel door sections of equal height with panelling•	
Surface with polyester-primer coating (with Decograin, synthetic foil coating on the outside)•	
Glazings not possible in the two bottom door sections•	

Fitting in front of the reveal
S-ribbed, Woodgrain•	
M-ribbed, Woodgrain or Silkgrain•	
L-ribbed, Woodgrain, Silkgrain or •	
Micrograin

Double-skinned, PU-foamed door sections, Woodgrain, Silkgrain or Micrograin exterior,  •	
Stucco-textured interior
Hot galvanized sheet steel door sections of equal height with horizontal ribbing or without ribbing•	
Surface with polyester-primer coating  •	
Glazings not possible in the two bottom door sections•	

Fitting in front of the reveal
M-panelled, Woodgrain•	

Double-skinned, PU-foamed door sections, Woodgrain-embossed exterior, Stucco-textured interior•	
Hot galvanized sheet steel door sections of equal height with panelling•	
Surface with polyester-primer coating  •	
Glazings not possible in the two bottom door sections•	

Sectional door LPU40 with wicket door – Double-skinned steel sections

S-ribbed, Woodgrain•	
M-ribbed, Woodgrain or •	
Decograin
L-ribbed, Woodgrain, Micrograin •	
or Decograin

Double-skinned, PU-foamed door sections, Woodgrain, Micrograin or Decograin exterior,  •	
Stucco-textured interior
Hot galvanized sheet steel door sections of equal height with horizontal ribbing or without ribbing•	
Surface with polyester-primer coating (with Decograin, synthetic foil coating on the outside)•	
Glazings not possible in the two bottom door sections•	
Without door handle set, without inside locking, without single-skinned steel fascia, upper door •	
section with lintel seal
We recommend fitting a garage door operator SupraMatic P.•	

Further details can be obtained in the brochure.
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Door type Door leaf

M-panelled, Woodgrain•	 Double-skinned, PU-foamed door sections, Woodgrain-embossed exterior, Stucco-textured interior•	
Hot galvanized sheet steel door sections of equal height with panelling•	
Surface with polyester-primer coating  •	
Glazings not possible in the two bottom door sections•	
Without door handle set, without inside locking, without single-skinned steel fascia, upper door •	
section with lintel seal
We recommend fitting a garage door operator SupraMatic P.•	

Sectional door LPU40 XXL – Double skinned steel sections

S-ribbed, Woodgrain•	
M-ribbed, Woodgrain, Silkgrain •	
or Decograin
L-ribbed, Woodgrain, Silkgrain, •	
Micrograin or Decograin

Double-skinned, PU-foamed door sections, Woodgrain, Silkgrain, Micrograin or Decograin •	
exterior, Stucco-textured interior
Hot galvanized sheet steel door sections of equal height with horizontal ribbing•	
Surface with polyester-primer coating  •	
Glazings not possible in the two bottom door sections•	

Sectional door LTH 40

S-ribbed, Nordic Pine/Hemlock•	
M-ribbed, Nordic Pine/Hemlock•	
L-ribbed, Nordic Pine/Hemlock•	
V-panelled, Nordic Pine/Hemlock•	

Solid timber door sections, S, M, L-ribbed or V-panelled•	
Door sections of equal height•	
Pine-impregnated surface protects against blue stain and wood pests•	
Glazings not possible in the two bottom door sections•	

Sectional door LTH 40 with special designs

Nordic Pine/Hemlock Solid timber sections with different door styles•	
Door sections of equal height•	
Pine-impregnated surface protects against blue stain and wood pests•	
Door styles 403 and 404 with natural stone infill on request•	

Further details can be obtained in the brochure.

Door type Door leaf 

Side doors with corner frames made of aluminium profiles

Standard sizes Appearance same as LTE 40/EPU 40/LPU 40, leaf frame made of aluminium extrusions, depth 60mm•	
PU-foamed steel-section door infill; Woodgrain, Decograin or Silkgrain-embossed exterior, •	
Stucco-textured interior
Surface with polyester-primer coating (with Decograin, synthetic foil coating on the outside)•	
Alignment of sections/ribbing/panelling is only possible with doors of the same height•	

Side doors with block frames made of aluminium profiles

Standard/special sizes Appearance same as LTE 40/EPU 40/LPU 40, leaf frame and frame made of aluminium extrusions •	
(without thermal breaks), depth 60mm, double buffer sealing on 3 sides
As standard, plug holes are pre-drilled in the frame according to the fitting arrangement  •	
(see reverse side of the order form)
PU-foamed steel-section door infill; Woodgrain, Decograin or Silkgrain-embossed exterior, •	
Stucco-textured interior
Surface with polyester-primer coating (with Decograin, synthetic foil coating on the outside)•	
Alignment of sections/ribbing/panelling is only possible with doors of the same height•	

Timber side doors
Standard/special sizes Appearance same as LTH 40•	

Solid timber door leaf and frame, Nordic Pine or Hemlock; door leaf depth 42mm, buffer sealing •	
on 3 sides
Double seal in threshold area •	
Pine-impregnated surface protects against blue stain and wood pests•	

Further details can be obtained in the brochures.
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External views

(The  illustrations correspond to size 2500× 2125mm. Deviations may occur with other sizes.)

Basic model With aluminium frame With glazing type D
602

13
2

Note: 
Different glazing arrangements are not possible!

Size range

Door width in 5mm increments, door height in grid height. Intermediate heights are not possible.

A B C

R
M

3000 6 500 125
2875 6 479 120
2750 5 550 138
2625 5 525 131
2500 5 500 125
2375 5 475 119
2250 4 562 141
2205 4 550 138
2125 4 531 133
2080 4 520 130
2000 4 500 125
1955 4 488 122
1875 4 468 117

2 3 4 5 Number of infills per door section with glazing
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LZ

Doors up to 3000× 2625mm, with tension spring 
assembly

A Number of door sections 

B Door section height

C Spacings

RM Grid height 

LZ Clear frame dimensions (from 2000)

Special equipment

Ventilation
Ventilation slots in bottom door section, ventilation cross section •	
65 cm2 for one metre door width
Ventilation slots in bottom seal, ventilation cross section 65 cm•	 2 
for one metre door width
Aluminium frame with expanded mesh, 58% ventilation cross section•	

Glazing options
Aluminium frame (standard profile NF) •	
Glazing type D, 3mm•	

Sectional Door LTE 40
Single-skinned steel sections
S-ribbed
Woodgrain
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External views

(The  illustrations correspond to size 2500× 2125mm. Deviations may occur with other sizes.)

Basic model with aluminium frame With glazing type D
602

13
2

Note: 
Different glazing arrangements are not possible!

Size range

Door width in 5mm increments, door height in grid height. Intermediate heights are not possible.

A B C

R
M

3000 6 500 250
2875 6 479 239
2750 5 550 275
2625 5 525 262
2500 5 500 250
2375 5 475 237
2250 4 562 281
2205 4 550 275
2125 4 531 265
2080 4 520 260
2000 4 500 250
1955 4 488 244
1875 4 468 234

2 3 Number of infills per door section with glazing

22
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00

47
50

50
00

LZ

Doors up to 3000× 2625mm, with tension spring 
assembly

A Number of door sections 

B Door section height

C Spacings

RM Grid height 

LZ Clear frame dimensions (from 2000)

Special equipment

Ventilation
Ventilation slots in bottom seal, ventilation cross section 65 cm•	 2 
for one metre door width
Ventilation slots in bottom seal, ventilation cross section 65 cm•	 2 
for one metre door width
Aluminium frame with expanded mesh, 58% ventilation cross section•	

Glazing options
Aluminium frame (standard profile NF) •	
Glazing type D, 3mm•	

Sectional Door LTE 40
Single-skinned steel sections
M-ribbed
Woodgrain
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External views

(The  illustrations correspond to size 2500× 2125mm. Deviations may occur with other sizes.)

Basic model Design S0 Design S1 with 
decorative rail (rhombus)

Design S2 with 
decorative rail (cross)

Design S10

Size range

Door width in 5mm increments, door height only in one of the grid heights shown. Intermediate heights are not possible.

A B

R
M

3000 6 500
2875 6 479
2750 5 550
2625 5 525
2500 5 500
2375 5 475
2250 4 562
2205 4 550
2125 4 531
2080 4 520
2000 4 500
1955 4 488
1875 4 468
3 ➝ 2070 4 ➝ 2740 5 Number of panels per door section

22
50

23
75

25
00

27
50

30
00

32
50

35
00

37
50

40
00

42
50

45
00

47
50

50
00

LZ

Doors up to 3000× 2625mm, with tension spring 
assembly

A Number of door sections 

B Door section height

RM Grid height 

LZ Clear frame dimensions (from 2000)

➝ Up to width

Special equipment

Ventilation
Ventilation slots in bottom door section, ventilation cross section •	
65 cm2 for one metre door width
Ventilation slots in bottom seal, ventilation cross section 65 cm•	 2 
for one metre door width

Glazing options – Panel glazing
Clear or crystal structure panes, 3mm

Designs S0, S1, S2 •	
DesignsS10 and S20 (see page23)•	

Sectional Door LTE 40
Single-skinned steel sections
S-panelled
Woodgrain
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External views

(The  illustrations correspond to size 2500× 2125mm. Deviations may occur with other sizes.)

Basic model Design M0 Design M1 with 
decorative rail (rhombus)

Design M2 with 
decorative rail (cross)

Design M10

Size range

Door width in 5mm increments, door height only in one of the grid heights shown. Intermediate heights are not possible.

A B

R
M

3000 6 500
2875 6 479
2750 5 550
2625 5 525
2500 5 500
2375 5 475
2250 4 562
2205 4 550
2125 4 531
2080 4 520
2000 4 500
1955 4 488
1875 4 468
2 ➝ 2240 3 ➝ 2970 4 ➝ 3690 5 ➝ 4420 6 ➝ 5000 Number of panels per door section
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LZ

Doors up to 3000× 2625mm, with tension spring 
assembly

A Number of door sections 

B Door section height

RM Grid height 

LZ Clear frame dimensions (from 2000)

➝ Up to width

Special equipment

Ventilation
Ventilation slots in bottom door section, ventilation cross section •	
65 cm2 for one metre door width
Ventilation slots in bottom seal, ventilation cross section 65 cm•	 2 
for one metre door width

Glazing options – Panel glazing
Clear or crystal structure panes, 3mm

Designs M0, M1, M2•	
DesignsM10, M20, M30, M40, M50 (see page23)•	

Sectional Door LTE 40
Single-skinned steel sections
M-panelled
Woodgrain
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External views

(The  illustrations correspond to size 2500× 2125mm. Deviations may occur with other sizes.)

Basic model With aluminium 
frame NF/WF

With glazing type D With panel glazing
S0, S1, S2, Sunrise

With panel glazing
M0, M1, M2, Sunrise

With panel glazing
L0, L1, L2, Sunrise

13
2

602

20
2

327

20
2

552

20
2

936

Size range

Door width in 5mm increments, door height in grid height. Intermediate heights on request.

A B C

R
M

3000 6 500 250
2875 6 479 239
2750 5 550 275
2625 5 525 262
2500 5 500 250
2375 5 475 237
2250 4 562 281
2205 4 550 275
2125 4 531 265
2080 4 520 260
2000 4 500 250
1955 4 488 244
1875 4 468 234

4 6 8 10 No. of ventilation grilles with 40 cm2 ventilation cross section each
2 3 4 5 No. of glazings – aluminium frame and type D

3 ➝ 2125 4 5 6 7 8 No. of glazings – type S
2 ➝ 2240 3 ➝ 2970 4 ➝ 3690 5 ➝ 4420 6 No. of glazings – type M

2 ➝ 3400 3 ➝ 4490 4 No. of glazings – type L
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00

47
50

50
00

LZ

Doors up to 3000× 2625mm, with tension spring 
assembly

A Number of door sections 

B Door section height

C Spacings

RM Grid height 

LZ Clear frame dimensions (from 2000)

➝ Up to width

Special equipment

Ventilation
Ventilation slots in bottom seal, ventilation cross section 65 cm•	 2 
for one metre door width
Ventilation grille, ventilation cross section 40 cm•	 2 each
Aluminium frame with expanded mesh, 58% ventilation cross section•	

Glazing options
Aluminium frame (standard profile NF or thermal break profile WF)•	
Glazing type D, 16mm•	
Panel glazing type S, M, L, 22mm (see page 23)•	

Sectional Door EPU 40
Double-skinned steel sections
M-ribbed
Woodgrain
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External views

(The  illustrations correspond to size 2500× 2125mm. Deviations may occur with other sizes.)

Basic model Design S0 Design S1 with 
decorative rail (rhombus)

Design S2 with 
decorative rail (cross)

Design S10

Size range

Door width in 5mm increments, door height in grid height. Intermediate heights are not possible.

A B

R
M

3000 6 500
2875 6 479
2750 5 550
2625 5 525
2500 5 500
2375 5 475
2250 4 562
2205 4 550
2125 4 531
2080 4 520
2000 4 500
1955 4 488
1875 4 468
3 ➝ 2125 4 5 6 7 8 Number of panels per door section

22
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LZ

Doors up to 3000× 2625mm, with tension spring 
assembly

A Number of door sections 

B Door section height

RM Grid height 

LZ Clear frame dimensions (from 2000)

➝ Up to width

Special equipment

Ventilation
Ventilation slots in bottom seal, ventilation cross section 65 cm•	 2 
for one metre door width

Glazing options – Panel glazing
Clear or crystal structure double panes, 16mm

Designs S0, S1, S2 •	
DesignsS10, S20, S30, S40, S50, S60 (see page23)•	

Sectional Door EPU 40
Double-skinned steel sections
S-panelled
Woodgrain
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